


Electrical Characteristics：(TC=25℃ unless otherwise noted) 

Symbol Parameter Conditions Min Typ Max Units 

Off Characteristics 

BVDSS Drain-Sourtce Breakdown Voltage VGS=0V,ID=250μA 60 --- --- V 

IDSS Zero Gate Voltage Drain Current VGS=0V, VDS=60V --- --- 1 μA 

IGSS Gate-Source Leakage Current VGS=±20V, VDS=0A --- --- ±100 nA 

On Characteristics3 

VGS(th) GATE-Source Threshold Voltage VGS=VDS, ID=250μA 1 1.8 2.5 V 

RDS(ON) Drain-Source On Resistance 

VGS=10V,ID=20A --- 3 3.5 

mΩ 

VGS=4.5V,ID=10A --- 3.5 4.5 

Dynamic Characteristics4 

Ciss Input Capacitance 

VDS=25V, VGS=0V, 

f=100KHz 

--- 3377 --- 

pF Coss Output Capacitance --- 1666 --- 

Crss Reverse Transfer Capacitance --- 77.7 --- 

Switching Characteristics4 

td(on) Turn-On Delay Time  

VDD=30V,ID=25A,RG=2Ω 

VGS=10V 

 

--- 22.5 --- ns 

tr Rise Time  --- 6.7 --- ns 

td(off) Turn-Off Delay Time  --- 80.3 --- ns 

tf Fall Time  --- 26.8 --- ns 

Qg Total Gate Charge  

VGS=10V, VDS=30V, 

ID=25A 

--- 66.1 --- nC 

Qgs Gate-Source  Charge --- 10.7 --- nC 

Qgd Gate-Drain “Miller” Charge  --- 10.9 --- nC 

Drain-Source Diode Characteristics 

Symbol Parameter Conditions Min Typ Max Units 

VSD Source-Drain Diode Forward Voltage VGS=0V,IS=20A --- --- 1.3 V 

LS Continuous Source Current 

VGS\<Vth 
--- --- 130 

A 

LSp Pulsed Source Current --- --- 390 

Trr Reverse Recovery Time 

 

--- 68.3 --- NS 

Qrr Reverse Recovery Charge --- 73 --- NC 

Notes:  

 

 

IS=25 A, 

di/dt=100 A/μs

1) Calculated continuous current based on maximum allowable junction temperature.
2) Repetitive rating; pulse width limited by max. junction temperature.
3) Pd is based on max. junction temperature, using junction-case thermal resistance.
4) The value of RθJA is measured with the device mounted on 1 in 2 FR-4 board with 2oz. Copper, in a 

still air environment with Ta=25 ℃.
5) VDD=50 V, RG=25 Ω, L=0.3 mH, starting Tj=25 ℃.
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Typical Characteristics： (TC=25℃ unless otherwise noted) 
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